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MY22M series environmental high speed network connector 

(RJ-45) 

Brief introduction 
 Connection type: bayonet coupling and tri-start threads

coupling

 clamping cable assembly at plug rear end, fluid proof

and dust proof sealing(IP67)

 plug with crimped wire, receptacle with soldering wire 
(PCB holes) or connected with cable assembly directly

 RJ-45 plug and receptacle
 6×4=24 types of anti mismating means
 Applicable for Class D Ethernet/Cat.5e（10 Base T，100

Base TX，1000 Base T Ethernet）in harsh environment

 Enterprise standard: Q/21EJ293

Use 

    Used for the network data transmission between network and network, network and 

PC, PC and electronic equipment. 

Application environment 

Used in some composite environment of vibration, rain, damp heat, etc. It has the 

characteristics of reliable connection, convenient operation, simple wiring, etc.

Main technical characteristics 
[Mechanical] 
——Vibration: 10~500Hz, acceleration 98 

m/s2 

——Shock: 3ms half sine wave, acceleration 

peak value 294m/s2 

——Endurance: 500 cycles 

——Acceleration:490m/s2 

[Environmental] 
——Working temperature: -55 ~+85℃ ℃ 

——Temperature shock: -55℃~+85 , 5 ℃

period 

——Salt spray: 96h（nickel plating F）/ 500h

（cadmium plating W）  

1000h（stainless steel passive K）

[Electrical] 

Rated voltage Rated current 
Contact 

resistance 
Withstanding 

voltage 
Insulation resistance (normal) 

125V 1.2A ≤0.08Ω 1000V 
Normal≥500MΩ, damp heat≥20 

MΩ 

Ordering information 
Basic series MY22M A 2 2 F N 1 

Connection type A –three-start threads 

B –bayonet coupling 

Connector type 6 –plug, plastic sealing sleeve 

6M –plug, metallic sealing sleeve 

2 –square flange mounting receptacle 

7 –nut mounting receptacle 
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Rear connection 

(only for 

receptacle) 

1 – RJ-45 receptacle        

2 –for soldering cable (with 8 tin plating holes) 

Plating F –electroless nickel plating 

W –olive green cadmium plating (conductive) 

K –stainless steel passive 

Blind mating N, A, B, C, D, E 

Inner keyway 1, 2, 3, 4 

[Part number example] 

MY22MA21KN1: MY22M series tri-start threads coupling square flange mounting 

receptacle, RJ-45, stainless steel passive, N for blind mating keyway, 1 for inner keyway. 
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Outline dimension 
MY22MA series connectors 

[Plug shell type 6: with metal or plastic sealing sleeve] 
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[Receptacle shell type 2: square flange receptacle] 
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 Type 1: RJ-45 receptacle          Type 2: receptacle with 8 tin plating holes 

Caution: This type receptacle mating with uncrimped crystal plug is strictly prohibited to 

protect RJ-45 hardware in receptacle.

[Jam nut mounting receptacle] 
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Type 1: RJ-45 receptacle     Type 2: receptacle with 8 tin plating holes 

Caution: This type receptacle mating with uncrimped crystal plug is strictly prohibited to 

protect RJ-45 hardware in receptacle. 

EV77EB series connector 

[Plug, shell type 6: with metal or plastic sealing sleeve] 
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[Receptacle, shell type 2: square flange mounting] 
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Type 1: RJ-45 receptacle Type 2: receptacle with 8 tin plating holes 

Caution: This type receptacle mating with uncrimped crystal plug is strictly prohibited to 

protect RJ-45 hardware in receptacle. 
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[Receptacle, shell type 7: jam nut mounting] 
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Type 1: RJ-45 receptacle Type 2: receptacle with 8 tin plating holes 

[4 rotate direction types（EV77EA, EV77EB）] 

R o t a t e  t o  A  ( c o r r e s p o n d i n g  
t o  i n n e r  k e y  1）

Primary keyway Primary keyway

R o t a t i o n  t o  B  ( c o r r e s p o n d i n g  
t o  i n n e r  k e y  2）

Primary keyway

Rotation to C (corresponding to 
internal key 3）

P r i m a r y  k e y w a y

Rotation to D (corresponding to 
internal key 4)）

EV77E series back accessory 

[EV77EB-FJ（Φ9）, used at the end of EV77E series receptacles, with cable clamps] 
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[EV77EB22FN1（EV77EB21FN1）+EV77EB-FJ（Φ9）] 
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EV77E series blind mating polarization and inner polarization 

[Blind mating polarization] 
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EV77EA series 
Polarization 

a b c d 

Blind 

mating 

N 80 142 196 293 

A 135 170 200 310 

B 49 169 200 244 

C 66 140 200 257 

D 62 145 180 280 

E 79 153 197 272 

Inner 

polarization 

Code 1 2 3 4 

Position to the 

leading key 
90° 180° 270° 360° 

EV77EB series 
Polarization 

a b c d 

Blind 

mating 

N 105 140 215 265 

A 102 132 248 320 

B 80 118 230 312 

C 35 140 205 275 

D 64 155 234 304 

E 91 131 197 240 

Inner 

polarization 

Code 1 2 3 4 

Position to the 

leading key 
90° 180° 270° 360° 




