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MIL-DTL-38999 series | and series III Filter Connectors

Description

® MIL-DTL-38999 series I Filter Connector is restructured on the basis of
MIL-DTL-38999 series |, which have filter elements and can be intermating and
interchangeable with MIL-DTL-38999 series |.

® MIL-DTL-38999 series Il Filter Connector is restructured on the basis of
MIL-DTL-38999 series lll, which have filter elements and can be intermating and
interchangeable with MIL-DTL-38999 series |ll.

Main technical performance

[Mechanical]
——Shell: aluminum alloy electroless nickel plating, olive-green cadmium plating,
stainless steel passive
——Insulator: thermosetting
——Grommet and seal: silicon rubber
——Contact: gold plated copper alloy
——Durability: 500 cycles
[Electrical and Filtering]
——EM Il filter frequency: 0.02MHz ~ 10GHz
——Insertion loss: Please see the typical curve
——Rated voltage: 100 V~200V DC
——Withstanding voltage: 1.5~2.5 times rated voltage, no flashover and breakdown in 5s
——Contact resistance: Normal= 1000 MQ
Damp& heat= 100 MQ (22D*=20 MQ)
——Contact resistance and rated current

Contact size Operating Dia. Contact resistance Rated current
(mm) (mQ) (A)
22D" ®0.76 =12 5
20* ®1.0 =5 -5
16* ®1.6 =25 13
12* ®2.4 =15 >3
10* ®3.15 =10 40
8" ®3.61 =075 .

[Environmental Performance]

——Operating temperature: -55C~ + 125C
—Vibration: frequency 10~2000Hz, acceleration peak value: 196m/s?

—Shock: acceleration: 980m/s?

—Constant acceleration: 980m/s?
—Salt spray: 48h (nickel plating); 500h (cadmium plating);
1000h (stainless steel passive)
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R255 [ Series Filter Connectors

Ordering information

Basic series RF T F P L 471

Shell

T- thread termination, with accessory
E-no thread termination, without
accessory

Plating F- electroless nickel plating
B-olive green cadmium plating
E-stainless steel passive

Contact P-pin  S-socket

Feature code L- filter

Alternative filter code (capacitance pF) Please see catalog.

WEB SITE: www.tech-arma.com E-MAIL: sales@tech-arma.com



R255 III Series Filter Connectors

Ordering information
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R255 | Series Filter Receptacle Outline Dimensions [Wall-
through square flange receptacle RF27466/RF27656]

Wall type square plate front socket (RF27466)
31.5

Recommended panel opening size

éD1
Thread D2

- | J 3.8max ' i

Max panel EXE 4-¢T
K thickness

2.5 BXB

Wall type square plate rear mounting socket (RF27656)
31.5

oD
Thread D2

= J 3.8Max

Max panel thickness2.H
_— =
K

Thread
Shell
) D1 D2 A1 A2 K B E T d1 d2
size
UNEF-2A

09 146 | 0437528 | 161 | 209 | 24 | 238 | 18.26 | 3.2 125 | 16.7

11 17.8 | 0.5625-24 | 16.1 | 209 | 24 | 26.2 | 2062 | 3.2 | 1565 | 20.2

13 216 | 0.6875-24 | 16.1 | 209 | 24 | 28,6 |23.02| 3.2 | 195 | 245

15 248 |0.8125-20 | 16.1 | 209 | 24 | 31.0 | 2462 | 3.2 | 215 | 27.7

17 28.0 | 0.9375-20 | 16.1 | 209 | 24 | 33.3 | 2698 | 3.2 | 25.0 | 30.9

19 30.7 | 1.0625-18 | 16.1 | 209 | 24 | 36.5 | 29.36| 3.2 | 28.0 | 32.9

21 33.8 | 1.1875-18 | 15.3 | 201 3.1 39.7 |31.76 | 3.2 | 315 | 36.2

23 37.0 | 1.3125-18 | 156.3 | 201 3.1 429 | 3492 | 3.7 | 345 | 393

25 40.2 | 1.4375-18 | 15.3 | 20.1 3.1 46.0 | 3810 | 3.7 | 37.5 | 425
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Box square flange receptacle RF27496/RF27505

Box square front socket (RF27496)
315

M Recommended panel opening size
o =
— o~
a +— = 2 -
< k=4
—
Z . §
= | | 3.8Max
4- 071
| Max panel —
K Mhickness2.5 BXB

Box type square plate rear mounting socket (RF27505)

31.5
A2

o -
g +— Earg -
——
= | 3.8Max
Max panel 4 d)T
Shell
. D1 D2 A1 A2 K B E T d1 d2
Size

09 14.6 11.2 16.1 20.9 24 238 | 18.26 | 3.2 125 | 16.7

11 178 | 145 | 16.1 | 20.9 24 26.2 | 2062 | 3.2 155 | 20.2

13 216 | 180 | 16.1 | 20.9 24 28.6 | 23.02 | 3.2 1956 | 234

15 248 | 205 | 16.1 | 20.9 24 31.0 | 2462 | 3.2 215 | 26.6

17 28.0 | 238 | 16.1 | 20.9 24 33.3 | 26.98 | 3.2 25.0 | 30.9

19 30.7 | 265 | 16.1 | 20.9 24 36.5 | 29.36 | 3.2 28.0 | 32.9

21 33.8 | 29.7 | 163 | 201 3.1 39.7 | 31.76 | 3.2 31.5 | 36.2

23 37.0 | 328 | 1563 | 201 3.1 429 | 3492 | 37 345 | 39.3

25 40.2 | 36.0 | 15.3 | 20.1 3.1 46.0 | 3810 | 3.7 37.5 | 425
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[Jam nut receptacle RF27468]

31.5

23.3 Recommended panel opening size
e

) |

(%3

—

= 3.8Max

i

)

Max panel
thickness3. 0

| K

Th
Shell read
, D1 D2 D3 K B S d P
Size

UNEE-2A
09 146 | 0437528 | 302 | 24 | 270 | 223 | 177 | 170
1 178 | 0562524 | 350 | 24 | 318 | 255 | 210 | 196

13 216 |0.6875-24 | 38.1 2.8 35.0 30.2 25.6 243

15 248 |0.8125-20 | 41.3 2.8 38.1 33.4 28.8 27.6

17 28.0 |0.9375-20 | 44.5 2.8 41.3 36.6 32.0 30.7

19 30.7 | 1.0625-18 | 49.3 3.6 46.0 39.7 35.2 33.9
21 33.8 | 1.1875-18 | 524 3.6 49.2 42.9 38.3 37.1
23 37.0 |1.3125-18 | 55.6 3.6 52.4 46.1 41.5 40.0

25 40.2 | 1.4375-18 | 58.8 3.6 55.6 50.8 447 43.4

R255 I1I Series Filter Receptacle Outline

Dimensions Dimensions

[Square flange receptacle]

After loading Front loading

T
]

Thread

ol
[

N SBL <
’l L——‘ ’ Maximum thickness of the Maximum thickness of the
panel 2. 5mm panel 3.2mm
Shell | MS A B C d1 d2
) D Thread E F G H J ) i
size | Shell | max | max | max min min
6
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09 A 209|106 | 25 | M12*1-6g | 23.8 | 18.26 | 15.09 | 3.25 | 549 | 16.66 | 13.11
11 B 209|106 | 2.5 | M15*1-6g | 26.2 | 20.62 | 18.26 | 3.25 | 4.93 | 20.22 | 15.88
13 C 209|106 | 2.5 | M18*1-6g | 28.6 | 23.01 | 20.62 | 3.25 | 4.93 | 23.42 | 19.05
15 D 209|106 | 2.5 | M22*1-6g | 31.0 | 24.61 | 23.01 | 3.25 | 4.93 | 26.59 | 23.01
17 E 209|106 | 2.5 | M25*1-6g | 33.3 | 26.97 | 24.61 | 3.25 | 4.93 | 30.96 | 25.81
19 F 209|106 | 2.5 | M28*1-6g | 36.5 | 29.36 | 26.97 | 3.25 | 4.93 | 32.94 | 28.98
21 G 201 | 114 | 3.2 | M31*1-6g | 39.7 | 31.75 | 29.36 | 3.25 | 4.93 | 36.12 | 32.16
23 H 201 | 114 | 3.2 | M34*1-6g | 42.9 | 34.93 | 31.75 | 3.91 | 6.15 | 39.29 | 34.93
25 J 201|114 | 3.2 | M37*1-6g | 46.0 | 38.10 | 34.93 | 3.91 | 6.15 | 42.47 | 37.69
[Jam nut receptacle]
B
i_ — ¢d
(L ] 7

IO T /

- WL =

) Lu-_$3.8L 7

22.60max ;
shell MS B C D E d p
size shell A max | max | max | max F G Thread min min
size
09 A 16.50 | 9.9 3.2 305 | 240 | 27.0 | M12*1-6g | 17.70 | 16.99
11 B 19.30 | 9.9 3.2 35.2 | 27.0 | 31.8 | M15*1-6g | 20.88 | 19.53
13 C 2400 | 9.9 3.2 38.4 | 32.0 | 34.9 | M18*1-6g | 25.58 | 24.26
15 D 27.20 | 9.9 3.2 416 | 36.0 | 38.1 | M22*1-6g | 28.80 | 27.53
17 E 3040 | 9.9 3.2 448 | 37.0 | 41.3 | M25*1-6g | 31.98 | 30.68
19 F 3340 | 9.9 3.2 495 | 41.0 | 46.0 | M28*1-6g | 35.15 | 33.86
21 G 36.50 | 9.9 3.2 52.7 | 46.0 | 49.2 | M31*1-6g | 38.28 | 37.06
23 H 39.70 | 9.9 3.2 55.9 | 50.0 | 52.4 | M34*1-6g | 41.50 | 40.24
25 J 42.80 | 9.9 3.2 59.0 | 51.2 | 55.6 | M37*1-6g | 44.68 | 43.41
7
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R255 and I I Series Contact layout (front face of pin inserts illustrated)

Shell | 35
No

09

11

13

15

S
o3

Ko oo00
>0 0 0 00O

2- 17-22D#
3-12#Coaxial 4-12#

M
5% 30
o o °

35

o
o

oo

0
o
o
o
o
o oo
o

o

oo
oo

7
o
o
o
o
o
o

9

o
o
o
o
o
o
o

e

>
&>

19

N
(&}

21

79-22D#

o s J » D @ @ .s#

Contact specifications 22D# 20# 16# 12# 12#Coaxial 10# 8#Double coaxial
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Contact specifications

OOOG@@@.S#

22D# 20# 16# 12# 12#Coaxial 10# 8#Double coaxial
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